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SITE CLEARING & SITE DEMOLITION NOTES

1. CONTRACTOR SHALL CLEARLY MARK AND MAINTAIN PROPERTY CORNER

MONUMENTS AND BENCHMARKS AND WILL BE RESPONSIBLE FOR THE COST 8. CONSTRUCTION ENTRANCE, SILT FENCE AND ANY OTHER REQUIRED EROSION
OF REPLACING THEM IF DISTURBED OR DESTROYED. o gggﬁ%lb @Ewca SHALL BE IN PLACE PRIOR TO CLEARING & DEMOLITION
. i S‘ )
2. THE CONTRAGTOR SHALL HAVE THE LIMITS OF CLEARING AND DEMOLITION :
AND ALL BUFFERS STAKED WITH FLAGGING STRUNG BETWEEN ANGLE 9, DISCONNECT AND SEAL OFF ABANDONED UTILITES AND UTILTES TO BE
POINTS TO ENSURE THE PROPER LOCATION OF THE TREE SAVE FENCE REMOVED PRIOR TO START OF DEMOLITION, UTILITIES SHALL BE DISCONNECTED -
AND PROPOSED IMPROVEMENTS PRIOR TO CLEARING AND DEMOLITION. BELOW EXISTING GRADE OR OUTSIDE OF CONTRACT LIMITS BY THE APPLICABLE
o UTILITY OWNER. ALL COSTS FOR THIS WORK SHALL BE BORNE BY THE
3. CONTRACTOR SHALL PROTECT ALL ADJACENT LANDS FROM DAMAGE CONTRACTOR. '
DURING CLEARING & DEMOLITION WORK. ANY OFF~SITE AREAS DISTURBED . c ; , :
SHALL BE RETURNED TO A CONDITION EQUAL TO OR BETTER THAN THE 10, ALL STRUGTURES TO BE DEMOLISHED SHALL BE COMPLETELY REMOVED : ' 8 ¥
 EXISTING CONDITION AT NO ADDITIONAL COST TO THE OWNER. ABOVE AND BELOW GRADE. ABANDONED SERVICE LINES TO THE STRUCTURES SLTE_INFORMATION; : : E !
SHALL ALSO BE REMOVED. < . . 8 ayes ames
4. NO CLEARING OR DEMOLITION MATERIALS SHALL BE DISPOSED OF TOTAL ACRES = 1.17 AC ‘.
ON—SITE. ALL DEBRIS SHALL BE HAULED OFF~SITE TO DISPOSAL AREAS 11, CONTRACTOR TO PROVIDE ALL NECESSARY BARRICADES, SUFFICIENT LIGHTS, o : & ENGINEERS. PLANNERS & SURVEYORS
APPROVED BY THE STATE OF GEORGIA FOR THE HANDLING OF CLEARING SIGNS AND OTHER TRAFFIC CONTROL MEASURES AS MAY BE NECESSARY FOR TOTAL DISTURBED AREA = 0.93 ACRES (NO! NOT REQUIRED) -
& DEMOLITION MATERIALS. THE PROTECTION AND SAFETY OF THE PUBLIC THROUGHOUT CLEARING, ; A= ' ;b
. . DEMOLITION AND CONSTRUCTION IN COMPLIANCE WITH. THE "MANUAL ON . ;| :
o 5. ALL VEGETATION (UNLESS OTHERWISE NOTED), ROOT SYSTEMS, TOPSOIL, UNIFORM TRAFFIC CONTROL DEVICES” CURRENT EDITION, THE GEORGIA D.O.T. PROPOSED USE = LIBRARY EXPANSION -AND PARKING RESURFACE 3830 E. FIRST ST,
/- REFUSE, OTHER DELETERIOUS MATERIAL, EXISTING PAVEMENTS, CURBS, SPECIFICATIONS SECTION 150 AND ANY RULES AND REGULATIONS OF THE « E & SUITE 1
j i : , ' o a ORGANICS AND UNSUITABLE BEARING SOILS SHALL BE STRIPPED FROM LOCAL AUTHORITY HAVING JURISDICTION OVER THIS PROJECT. _ : . , . | BLUE RIDGE. GEORGIA 1
Y O [ : - | . THE SURFACE WITHIN THE CONSTRUCTION LIMITS AND DISPOSED OF : TOTAL BLDG SQUARE FOQTAGE; g - \ 1A 30513
/ if y ! _Site TRM ) o , OFFSITE TO A DISPOSAL AREA APPROVED BY THE STATE OF GEORGIA FOR 12. THE EXISTING TREES SHOWN ON THESE PLANS MAY ONLY BE THE MINIMAL : g TEL: (706) 632-4981
gt i ; . T e BT 07 : THE HANDLING OF CLEARING & DEMOLITION MATERIALS. AMOUNT SURVEYED AS REQUIRED FOR PERMITTING. THE SITE MAY HAVE 6840 SF EMISTING : E i X
A i f o L EV=IC/ 1wl : ADDITIONAL TREES BEYOND THAT WHICH IS SHOWN. THE CONTRACTOR SHALL _ 6480 SF OF BUILDING ADDITION - g & - FAX: (706) 632-4982
[ il | A City/Stote Mui _ : 6. CLEAN TOP SOIL MAY BE STOCKPILED IN AN AREA APPROVED BY THE VISIT THE SITE BEFORE MAKING HIS BID TO INVESTIGATE THE AMOUNT OF _ ad 1 _
[ if o - ENGINEER AND REUSED LATER IN THE TOP 4" OF LANDSCAPED AREAS EXISTING TREES THAT WILL NEED TO BE REMOVED WITHIN THE LIMITS OF 13320 SF TOTAL : -
A ;’ .- a1 { * : . : © OMLY. EXCESS TOPSOIL SHALL BE DISPOSED OF OFFSITE. . CLEARING. _ . _ :
e ] T i : : _ .
;i H \ ' : , _ : 7. ALL STRUCTURES NOT IDENTIFIED FOR DEMOUTION SHALL BE PROTECTED . :
SN A 7 \ o - 4 B FROM DAMAGE DURING ALL PHASES OF CONSTRUCTION. ANY STRUCTURES - JOTAL PARKING: . BAILEY ASSOCIATES
[ A if \ ' THAT ARE TO REMAIN THAT ARE DAMAGED SHALL BE REPAIRED BY THE »- : g | ARCHITECTS
A A i CE Dy e _ CONTRACTOR TO A CONDITION EQUAL TO OR BETTER THAN THE EXISTING ‘ 51 SPACES ON -SITE (INC.3 VAN ACCESSIBLE HANDICAP SPACES) ‘. g ,
I / / i "*\ _ A e . CONDITION AT NO ADDITIONAL COST TO THE OWNER. : . o - _ - e 446 Green Street
g / ‘ J : | e B . 14, SPACES OFF SITE (INC. 1 HC SPACE) S | Gainesville, GA 30503
: “ P _ - : _ - : Phone: (770) 534-0612
T —— - e L P : . o . - Fax: {770) 534-0646
: B T, : : - S ‘N
U B o : | A - Contact: Jack K. Baile
/ N : ¢ (770) 534-0612 d
S AN - GENERAL CONSTRUCTION NOTES (170) 83a-0812
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TR e e T ASPHALT ROAD : / PROJECT. ALL ITEMS NECESSARY FOR A COMPLETE AND WORKABLE JOB SHALL BE
............ e 400 R AW _ ! FURNISHED AND INSTALLED. . .
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e T T o L S S e o e e T T T T e L T L 2. ALL DIMENSIONS ARE TO FACE OF CURB, FACE OF BUHDING, CENTER OF COLUMN, EDGE
EXTEND CURE & GUTTER . 172" ROD ) / OF PAVEMENT, CENTERLINE CF PIPE, OR CENTER OF STRUCTURE UNLESS OTHERWISE
. FOR NEW PARKING 1.62' § i /\&’ %( NOTED. - oo )
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B L2 L — N A A o /aV 3. EQUIPMENT AND MATERIALS SHALL BE STORED IN AREAS DESIGNATED BY THE OWNER.
- <333 S o " CONSTRUCTION AND STORAGE AREAS SHALL BE KEPT NEAT AND CLEAN. TREE SAVE
S \ > 84D 25 163.18! ’uf’ AREAS SHALL NOT BE USED FOR STORAGE OR PARKING. ,
. i 4 . : 78
(@R, T ! ' 4, THE CONTRACTOR SHALL FIELD VERIFY THE ELEVATIONS OF ALL TE-IN POINTS FOR THE k)
4 10 SHACFS | % ‘ ] INSTALLATION OF UTILITIES, CURB & GUTTER, AND PAVEMENT PRIOR TO CONSTRUCTION. m
o = . ;,; NOTIFY ENGINEER IMMEDIATELY IF DIFFERENT THAN AS SHOWN ON PLANS, y § R
. I 5. THE CONTRACTOR SHALL ‘NOTIFY THE ENGINEER OF ANY DISCREPANCIES BETWEEN THE B i il Bl Il It il il Bl B B
e—/ Il PLANS AND FIELD CONDITIONS IMMEDIATELY UPON DISCOVERY. - N
T 1 . Q.
NEW 247 c& 6. ALL WORK WILL COMPLY WITH APPLICABLE STATE AND LOCAL CODES, SPECIFICATIONS AND B il il il Bl Bl Bl et il B
: REQUIREMENTS, AE{%.SNEEE&SSQRY LECENSE?_OARNQHPERM!TS SHALL BE OBTAINED BY THE o
; Y 4 i i CONTRACTOR AT E. CONTRAC ALL VERIFY THAT ALL NECESSARY PERMITS
-------------------------------------------- ; , P T AND APPROVALS ARE OBTAINED PRIOR TO CONSTRUCTION. _ | il Bl i el Nl i
S e SO i i 7. DEVIATIONS FROM THESE PLANS, NOTES AND SPECIFICATIONS WITHOUT PRIOR WRITTEN

B e i CONSENT OF THE OWNER, HIS REPRESENTATIVE OR THE ENGINEER MAY RESULT IN THE
o N = WORK BEING UNACCEPTABLE BY THE OWNER, AND REDONE TO MEET THE PLANS, NOTES
AND SPECIFICATIONS. :

UMPSTER
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ety ’ 8  THE CONTRACTOR IS RESPONSIBLE FOR ALL SITE SAFETY AS WELL AS THE WAYS, MEANS 1 2
81‘!&&} duﬂfjmfj LY ESTING \ AND METHODS OF CONSTRUCTION, B
{ ,E.}I‘{}f'y d ; _..-\;- .. ',‘ ) - +
FF Elov = 1875.88 AT ¢ PAVEMENT ESURFACE & 9. CONTRACTOR SHALL COORDINATE CONSTRUGTION TRAFFIC AND GENERAL PUBLIC TRAFFIC 5
EXISTING SF = ¢ W & RESTRIPE EXISTING- : ROUTING WITH OWNER AND APPROPRIATE REGULATING AGENCY PRIOR TO CONSTRUCTION. =
g o /L GONCRETE UNDER PARKING LOT ) 3
- g NEW CANOPY 7"\ SAWCUT EXISTING 10. CONTRACTOR SHALL NOT WILLINGLY PROCEED WITH CONSTRUCTION IN A PARTICULAR AREA 5
5 C&c WHEN IT IS OBVIOUS THAT UNKNOWN OBSTRUCTION AND/OR DIFFERENCES FROM EXISTING @
CONDITIONS THAT MAY NOT HAVE BEEN KNOWN DURING DESIGN. SUCH CONDITIONS SHALL 8

BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE ENGINEER. THE CONTRACTOR SHALL
ASSUME FULL RESPONSIBILITY FCR ALL NECESSARY REVISIONS DUE TO FAILURE TO GIVE
'SUCH NOTIFICATION. :

1. CITY/COUNTY/STATE INSPECTORS MAY REQUIRE CHANGES TO THE DRAWINGS AND/OR
SPECIFICATIONS BASED ON THEIR INSPECTION. CONTRACTOR SHALL BRING ANY REQUIRED
CHANGES TO THE ENGINEERS ATTENTION MMMEDIATELY.

12. THE CONTRACTOR SHALL FURNISH AND MAINTAIN AlL NECESSARY BARRICADES ARQUND I
THE WORK AND SHALL PROVIDE PROTECTION AGAINST WATER DAMAGE AND SOIL EROSION. g o e EAEYE

2= |30 30138 (3030 | I iGE
13. ALL WORK SHALL BE PERFORMED AND FINISHED N A WORKMANLIKE MANNER TO THE
ENTIRE SATISFACTION OF THE  OWNER, AND IN ACCORDAWCE WITH THE BEST RECOGNIZED
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15. ALL BUFFERS AND TREE SAVE AREAS SHALL BE CLEARLY IDENTIFIED WITH FLAGGING
AND/OR FENCING PRIOR TO COMMENCEMENT OF ANY LAND DISTURBANCE ACTIVITIES.

|
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i 16, LANDSCAPING 1S A HIGH PRIORITY. PROPER PROTECTION OF EXISTING LANDSCAPING, FENCES, PROPERTY
i
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i N/F COLWELL CORNERS AND/OR D.0.T. CONCRETE RIGHT-OF-WAY MONUMENTS SHALL BE PROVIDED. WHERE DAMAGE
DB 116, PG 609 OCCURS, -REPLACEMENT TO EXISTING CONDITION 1S REQUIRED. ALL LANDSCAPING REPLACEMENT IS SUBJECT
(SHORT DASHED LINE) TO APPROVAL FROM UNION COUNTY AND THE ENGINEER. ~

17. CONTRACTOR SHALL IMMEDIATELY BNFORM THE ENGINEER OF ANY DISCREPANCIES OR ERRORS HE
DISCOVERS IN'THE PLANS, :

18, CON‘TRAC%OR SHALL FURNISH AND MAINTAIN ALL NECESSARY BARRICADES ARCUND WORK AND SHALL .
PROVIDE PROTECTION: AGAINST WATER DAMAGE AND SOH. EROSION. - '

19, DEVIATION FROM THESE PLANS WITHOUT THE PRIOR CONSENT OF THE OWNER OR HIS REPRESENTATNE OR
THE ENGINEER MAY BE CAUSE FOR THE WORK T0 BE UNACCEPTABLE. -

20. CONTRACTOR SHALL PROVIDE RECCRD DRAWINGS AS REQUIRED IN THE GENERAL CONDITIONS. |
21, THS PLAT IS NOT FOR RECORDNG. Project Title
22. UTLTY LOCATIONS ARE SHOWN TO' THE BEST KNOWLEDGE OF THE ENGINEER. CONTRACTOR IS SOLELY

COMPEUSKTION ON ACCOURT OF RACCURACY OR NCOMPLETENESS OF SUck NFORHATON. i | UNION COUNTY LIBRARY

23. MAXIMUM CUY OF FILL SLOPES ARE 2 HORIZONTAL TO 1 VERTIGAL. - . EXPANSION

PARKING LOT CURB AND GUTTER
TO BE REMOVED

N7'3.56,54_"W

149' 30:

Tract 2

N/F ELAMS MILL PARTNERS, LLC

8/31/2009 3 31 PM

B 358, PG 49 T N e e 24, UTLITY COORDINATION SHALL BE INCLUDED IN THE FROJECT SCHEDULE AND IS THE EXPUCIT
DB 358 0 . Une Story Frome Building MR e [ . RESPONSIBILITY OF THE CONTRACTOR TO ASSURE THAT THE PROJECT SCHEDULE INCLUDES THE NECESSARY [ &
{Aduit Education Centar) BN AT B RELOCATIONS. THE CONTRACTOR Will NOT-BE PAID ADDITIONALLY FOR THIS COORDINATION. THE § ! Project Location
. JT— o, CONTRACTOR SHOULD SEEK ASSISTANCE FROM ALL UTILITY COMPANIES TO LOCATE AND PROTECT THEIR § | ,
| FACILTIES. - § 8§ Address 194 Hospital Street
j 25, CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES AND PRECAUTIONS TO ASSURE THAT EXISTIMG SEWER ¢ § City, StateZip Blairsville, Georgia
j SO LINES, FORCE MAIN LINES, AND. WATER LINES REMAN FUNCTIONAL AND UNDISTURBED. ' B Lot '303&304
N/F STATE OF GEORGIA- s P . : § andiol -
- ; ' 26, CONTRACTOR-iS RESPONSIBLE ‘FOR ADDITIONAL STAGING AND/OR STORAGE REQUIRED OUTSIDE OF THE ‘-
DB 2386, PG 376 - f | ; , EASEMENTS PROVIDED BY OWNER. CONTRACTOR TO ALSO-LOCATE STAGING AREAS AND EQUIPMENT § ¢ District-Section Sthist
(REFERENCE #1) RSV R = ¢ © MAINTENANCE AREAS (PARTICULARLY FOR OIL CHANGES) AT LEAST 200 FEET FROM STREAM BANKS T0 { ¥ county Uni
Tract 1 FosEent T MNMIZE THE POTENTIL FOR WASH WATER, PETROLEUM PRODUCTS, OR OTHER CONTAMINANIS FROM 1 B nion
o il - { f ri .- . " N k3 N R
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NOTE: CONTRACTOR SHALL MATCH ALL NEW : .
f Sheet Title

PAVEMENT, SIDEWALK, AND/OR CURB & GUTTER
WITH EXISTING AT ALL CONNECTION POINTS.
PROVIDE SEALANT AT ALL JOINTS BETWEEN

EX. AND PROPOSED ASPHALT PAVEMENTS TO
PROVIDE A SMOOTH & SEAMLESS TRANSITION.

SITE PLAN

LINE TABLE :
LINE BEARING DISTANCE
L7 S76°42°14"E 8.00’
L2 S11°47'41"W 12.83" " § Sheet Number
L3 N16°33'35'E 68.20° '
L4 s1331'10'w | 3375 2
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